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PRODUCT DESCRIPTION

Clear Seal is a 100% acrylic solvent-based concrete sealer.  It has been specifically formulated for sealing and protecting plain and colored concrete, masonry, pre-cast concrete and cementitious overlayments.  Recommended for use over stamped concrete, stamped overlays, stained floors and any other concrete or masonry surface where a clear bright finish is desired.  Clear Seal is a non-styrenated acrylic sealer, non-yellowing and resistant to oil, grease, acid, deicing salts, ultra violet rays, wet and dry abrasion, and most household chemicals.  Clear Seal contains unique resins and solvent formulations designed for maximum penetration into the concrete pore providing great adhesion to the surface.  It enhances the color of stamped concrete, overlays, stained floors, and it adds life to your decorative concrete surface while creating a hard and long lasting protective shield over the surface.  Clear Seal is a ready-to-use product.  It should not be diluted with xylene, toluene or any solvent.  Do not thin – use straight from pail.  Coverage is approximately 160-200 square feet per gallon.

ADVANTAGES
· Water repellent
· Non-yellowing
· Penetrating and fast drying
· Enhances color of decorative concrete
· Reduces alkali/efflorescence attack
· Resistant to chemicals
· Prolongs life of surface
· Freeze / thaw resistant
· Maintains surface cleanliness
· Prevents mildew and fungi
· Improves weathering resistance of natural and manufactured brick products
SURFACE PREPARATION


Clear Seal may be applied over masonry, cementitious overlays and plain or colored concrete.  The surface must be sound, dry and free of oil, grease, curing compounds and any other foreign material that may inhibit the penetration of the sealer into the surface.  If grease, oil or other agents are blocking adhesion, degrease the floor with Concrete Cleaner & Degreaser using a stiff broom for scrubbing, floor buffer and a black pad, or a pressure washer, then test for water absorption.  If water beads on any section of the floor, repeat the process until contaminants are completely removed.  The surface must be completely dry before applying Clear Seal; surface moisture may cause delaminating, whitening, cloudiness and unappealing results.  NOTE: Cloudiness can be removed with Solvent Cleaner or Xylene.
SURFACE PREPARATION FOR STAMPED CONCRETE


Stamped concrete should be rinsed with clean water as soon as possible to remove the release powder, dirt or other contaminants.  Prep surface with a mild acid wash (8 parts water to 1 part acid).  Spray acid solution and broom into surface.  After acid reacts (10 minutes) rinse thoroughly with fresh water.  Let surface dry completely before Clear Seal is applied. 
SURFACE PREPARATION FOR PLAIN OR COLORED CONCRETE

Concrete surfaces (plain or colored) must be acid washed before sealing (8 parts water to 1 part acid).  Spray acid solution and broom into surface.  After acid reacts (10 minutes) rinse thoroughly with fresh water.  Let surface dry completely before Clear Seal is applied.  Roughen up non-porous surfaces or power troweled concrete with a mild muratic acid-water solution as well, or by mechanical means (shot blaster, sand blasting, scarifying, etc.).
APPLICATION 

Clear Seal can be applied directly with an airless sprayer, pump-up sprayer or non-shed paint roller.  Apply sealer in uniform thin coats using a circular motion in the wrist (NOT back and forth in straight lines).  Two coats is the recommended application.  Let first coat dry (approximately 1-4 hours depending on conditions) until tack-free, then apply second coat.  We recommend not walking on the sealed surface for 24 hours and not driving on or putting heavy furniture on the surface for 48 hours.  When applying on interiors, all ignition sources must be eliminated, extinguish pilot lights, turn off heaters and adequate ventilation must be in place to eliminate accumulation of flammable gases.  Applicators must wear proper protecting gear and solvent approved respirators.  Clean up with Xylene, Toluene or Solvent Cleaner.  

To RE-SEAL an existing sealed surface you must first degrease the surface with Concrete Cleaner & Degreaser.  Use a broom to agitate degreaser on the surface, rinse well and let dry.  Next, a mild acid wash is needed.  Spray acid solution (8 parts water to 1 part muratic acid) and broom into surface.  After acid reacts (10 minutes) rinse well and let surface dry completely.  To soften up the existing acrylic, you need to apply a light coat of Xylene or Toluene with a pump-up sprayer.  Let this set until tack-free, then you can re-apply Clear Seal.  
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CLEAR SEAL - 20% UVR 
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IMPORTANT NOTICE:





These products are sold subject only to the expressed warranties contained herein.  Additional warranties, expressed or implied, and any warranty of merchantability is hereby excluded.  Buyer agrees that seller assumes no liability for consequential damages of any kind, which result from the use or misuse of the merchandise sold hereunder.  In the event that the buyer proves that any goods received do not conform to the specifications agreed to between the parties or if the buyer proves that such good were defectively manufactured , the buyer’s remedies shall be limited to either the return of the good and repayment of the purchase price or replacement of the nonconforming good at the option of the seller.  Such remedy being exclusive of all others and the sole remedy available to the buyer, hereby expressly waives any claim to additional damages.








