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PRODUCT DESCRIPTION

Water-Based Clear Seal is a non-flammable water-based sealer for use on concrete floors, walls, countertops, etc. where use of flammable solvent-based sealers is not practical.  Water-Based sealers are also great for use over natural stone.
ENVIRONMENTAL IMPACT

Water-Based Clear Seal is a low VOC coating with no aromatic or chlorinated solvents.
APPLICATIONS

Water-Based Clear Seal is used as a sealer and beautifier for acid stained concrete floors, walls, or countertops or any interior areas where flammable solvent based sealers are too hazardous to use.  It can also be used outdoors in any area where the solvent-based coating is a problem.
BENEFITS
· NO HAZARDOUS FUMES: WB Clear Seal does not 
emit flammable or toxic fumes, can be used where normal

ventilation is available.
· NON-FLAMMABLE: WB Clear Seal itself is not flammable

or combustible so that risk of fire is essentially eliminated.

· LOW TOXICITY: Once dry and cured overnight, WB Clear Seal
is non-toxic, colorless and odorless.

· SCUFF RESISTANT AND WATER RESISTANT: This though

coating is non-slip and non-blushing when wet.  It resists vegetable

oil and even gasoline.  It is ideal for use in garage areas.

· PROTECT IT WITH HIGH GLOSS WAX: After the coating has

dried overnight, it can be top coated with water-based acrylic

polish High Gloss Wax, to produce a renewable ware surface.

Therefore, with normal, easy maintenance WB Clear Seal will

never wear out or need replacing.
HOW TO USE

Note: This product is pH sensitive.  Before applying Water-Based Clear Seal the floor must have been rinsed thoroughly to remove any residual acid, and or any ammonia that was used.  Surface must be clean and free of oil or detergent.
1. Apply a thin even coating using a roller, pump up sprayer, or lambs wool applicator.  Apply at a rate of 1-gallon to 400 square feet.  Do not over apply.  Two thin coats are better than one heavy coat.
2. Allow coating to dry for 4-6 hours or until completely tack-free before applying a second coat, if desired.

3. Allow coating to dry for 24 hours before applying High Gloss Wax.

PROPERTIES


Type: Stable water dispersed polymer coating


Color: Dry coat is colorless


Odor: Mild butyl


Toxicity: Low.  Harmful if swallowed


VOCs: 1.5lbs per gallon
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IMPORTANT NOTICE:





These products are sold subject only to the expressed warranties contained herein.  Additional warranties, expressed or implied, and any warranty of merchantability is hereby excluded.  Buyer agrees that seller assumes no liability for consequential damages of any kind, which result from the use or misuse of the merchandise sold hereunder.  In the event that the buyer proves that any goods received do not conform to the specifications agreed to between the parties or if the buyer proves that such good were defectively manufactured , the buyer’s remedies shall be limited to either the return of the good and repayment of the purchase price or replacement of the nonconforming good at the option of the seller.  Such remedy being exclusive of all others and the sole remedy available to the buyer, hereby expressly waives any claim to additional damages.








